@U‘Ky Prewound Bobbins A

Before using Sulky Prewound Bobbins, check your
machine’s specific bobbin for compatibility.

“A” Style, Prewound Bobbin
Continuous Filament Polyester
60 wt. - 100% Polyester — 131 yds. x Four Bobbins
131yds. (120 m) x 4 Art. No. 884
Style “A” Prewound i Use “A” Style In:
Lightweight Janome:  All Models
Bobbin Thread Brother: Most Newer Models
- Singer: Most Models

Baby Lock: Most Newer Models
Kenmore:  All Models

“L” Style, Prewound Bobbin

Prevall;lrlll;%/obbin & Continuous Filament Polyester
60wt - 100% Polyester ! 120 yds. x Five Bobbins
120yds. (110m) x5 ' Art. No. 883
Style“L” Prewound f Use “L” Style In:
Lightweight = APQS: All Models
Bobbin Thread ; Baby Lock: Most Models
- Bernina: Most Models
Brother: Most Models
Consew: All Models
Deco: Most Models
Elna: Most Models
Hinterberg: Most Models
Husqvarna/Viking: Most Models
Juki: Most Models
Nolting: All Models
Pfaff: Most Models
Prodigy: All Models
Simplicity: All Models
Singer: Select Models
White: Most Models
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